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MOULDINGS NOTICE : 

SPECTIS ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

Spectis has over 750 moulding profiles in our catalogue for use in just about any 
design situation. In addition to the rigid polyurethane, we also produce most of our 
profiles in either Iron or Deco Flex. These products can be used around a variety 
of radii and will match up to Spectis’ rigid material. For specific application and 
pricing on Spectis' flexible material please contact your Spectis Customer Service 
representative. Refer to page 269 for flexible moulding installation instructions.

TECHNICAL DATA SHEET                             IRON FLEX

DESCRIPTION
Iron Flex is a composite polyurethane elastomer system, 
formulated for the manufacture of flexible moulding and trim.

UNIQUE PROPERTIES
Iron Flex has become an industry standard with over 15 years of 
consistent performance in the production of flexible moulding.
Iron Flex is specifically designed to produce an extremely flexible 
moulding that is nailable, stainable and paintable, to be used in 
place of wood millwork. Iron Flex outperforms natural wood in 
that it will not crack, rot, warp or allow insect infestation.

 

 TYPICAL PROPERTIES: IRON FLEX
 VISCOSITY; A component 150  cps
  B component 4000 cps
 RATIO; A/B 20/80
 SPECIFIC 
 GRAVITY 1.3 g/cc
 DUROMETER
 SHORE A 88
 % SHRINK
 DURING CURE 0.05%
 CET; 
 in/in/F x 10 -5 6.2
 SERVICE 
 RANGE -40 to 200 F

Elliptical Arch

Inside Radius  Outside Radius 

Arch Radius

Iron Flex is an elastomeric semi-flexible material, which can be used in either 
interior or exterior applications. This material is limited to moulding profiles 
that are moulded in a lay down, flat back configuration.  

Deco Flex is cellular polyurethane, which can only be used for interior 
applications. It can be used with most of our moulding profiles.

FLEXIBLE MOULDING

Photo above illustrates the use of the following Spectis products: moulding 
MD 1162, pre-radiused and straight.

SPECTIS RESERVES THE RIGHT TO HOLLOW OUT THE BACK OF ANY PRODUCT 
WITHOUT NOTICE. SOME PRODUCTS MAY BE MADE AS ASSEMBLIES.
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MOULDINGS

See pages 270-273 for moulding installation instructions.w w w. s p e c t i s . c o m

FD 100

MB 100

HD 102

HD 103
• 23” x 23” x 112”

Hand rotating moulding display 
with 40 moulding samples 

installed.

HD 103A
• 23” x 23” x 112”

Motor driven rotating moulding 
display with 40 moulding 

samples installed.

POSTER DISPLAY UNIT 

FLOOR DISPLAY

MOULDING BOX

MOULDING DISPLAY UNIT 

HD 103
• 23” x 23” x 112”

Hand rotating moulding display 
with 40 moulding samples 

installed.

HD 103A
• 23” x 23” x 112”

Motor driven rotating moulding 
display with 40 moulding 

samples installed.
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MOULDINGS NOTICE : 

SPECTIS ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

MD 1334
• 4 1/2” Projection • 4 3/8” Height  • 12’0” Length

MD 1012  • 4 3/16” Projection • 4 13/16” Height 
• 12’0” Length • 3 1/2” Repeat 

MD 1346  • 6 5/16” Projection • 7 1/8” Height 
• 12’0” Length • 5 1/4” Repeat 

MD 1000
• 3 1/4” Projection • 3 1/4” Height • 12’2” Length

MD 1001
• 7” Projection • 6 1/2” Height • 11’9” Length • 5 1/4” Repeat

MD 1367                                         
• 3 1/2” Projection • 4 1/4” Height  • 9’6” Length • 10” Repeat 

MD 1401
• 5” Projection • 5 1/2” Height • 12’0” Length • 3 3/8” Repeat

MD 1666
• 5 1/4” Projection • 7” Height • 12’0" Length • 3 1/4” Repeat

MD 1666

                                                                       MD 1536WG
• 10” Projection •  8 3/8” Height • 12’0” Length 

• 23 3/8” Repeat • WOODGRAIN

MD 1397
• 4 7/8” Projection •  7 3/8” Height • 12’0” Length • 5 1/2” Repeat

                                 MD 1374
• 4 1/4” Projection •  3” Height • 12’0” Length • 2 1/8” Repeat

MD 1233
• 5 3/8” Projection •  7” Height • 11’8” Length • 15 9/16” Repeat

MD 1233

MD 1401

MD 1367                                         

MD 1001

MD 1000

MD 1012  • 4 3/16” Projection • 4 13/16” Height 

MD 1056
• 5 1/2” Projection • 5 1/2” Height • 11’9” Length • 5 1/8” Repeat

MD 1056

MD 1334

MD 1889
• 6 7/8"Projection • 6 7/8"Height • 11'3"Length • 5 1/8"Repeat

MD 1889
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MOULDINGS

See pages 270-273 for moulding installation instructions.

MD 1072
• 5” Projection • 9 1/4” Height • 6’0” Length • 5 1/4” Repeat
MD 1072

MD 1194
• 10” Projection • 9” Height • 7’5 1/2” Length • 6 1/4” Repeat
 • DISTRESSED LOOK

MD 1461                                                       
• 5 1/2” Projection • 6 3/8” Height • 12’0” Length • 1 1/4” Repeat
MD 1461                                                       

MD 1310
• 8 1/8” Projection •  4 5/8” Height • 12’ Length 
• 32” Repeat

MD 1310

MD 1729
• 8 1/8” Projection •  4 5/8” Height • 12’0” Length 
MD 1729

MD 1399                                              
• 4 3/16” Projection • 8 3/4” Height • 12’0” Length • 8” Repeat
MD 1399                                              

MD 1206
• 4 3/4” Projection • 7” Height • 12’0” Length • 3 7/8” Repeat
MD 1206

MD 1327A  • 5 3/8” Projection • 10 1/4” Height • 12’ Length
MD 1327B  • 5” Projection • 5” Height • 8’0” Length

MD 1327A  • 5 3/8” Projection • 10 1/4” Height • 12’ Length

MD 1197
• 7 1/2” Projection • 13 1/2” Height • 7’7” Length 

• 12 3/4” Repeat • Plaster Master/Rough Surface

MD 1197

MD 1193
• 9” Projection • 7 1/4” Height • 11’3 3/4” Length • 16 3/4” Repeat

• Plaster Master/Rough Surface

MD 1193

MD 1237
• 7 1/2” Projection •  11 3/4” Height • 12’0” Length • 3” Repeat

MD 1237

MD 1467
• 2 11/16” Projection • 5 1/2” Height • 12’0” Length • 6” Repeat

MD 1467

MD 1940 
•  9 1/16" Projection • 9 1/4"Height • 6'0"Length

MD 1940
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MOULDINGS NOTICE : 

SPECTIS ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

MD 1603
• 1” Projection • 3 1/8” Height • 12’3/8” Length • 6 7/8” Repeat
MD 1603

MD 1615                                                        
• 1/2” Projection • 2 1/4” Height • 8’6” Length • 3 3/16” Repeat
MD 1615                                                        

MD 1260
• 2” Projection • 13 1/2” Height • 11’4” Length • 17 1/8” Repeat

MD 1183
• 1/2” Projection • 1 3/8” Height • 7’6 1/2” Length • 6” Repeat
MD 1183

MD 1362                                                        
• 9/16” Projection • 1 1/4” Height • 7’3” Length
MD 1362                                                        

MD 1241
• 5” Projection • 16” Height • 12’0” Length 

MD 1154
• 6” Projection • 16” Height • 12’0” Length • 12” Repeat

MD 1312
• 4 5/8” Projection •  7 1/2” Height • 12’0” Length
MD 1312

MD 1036
• 6 1/2” Projection • 6 1/2” Height • 12’0” Length • 5 1/8” Repeat
MD 1036

MD 1240
• 2 9/16” Projection • 9” Height • 12’0” Length

MD 1240

MD 1797
• 1 9/16" Projection • 16" Height • 11'3" Length • 15" Repeat

MD 1797

MD 1803 
• 3 1/4" Projection • 10" Height • 12'0" Length 

MD 1803MD 1803

MD 1805
• 3 1/2" Projection • 11 1/8" Height • 12'0" Length
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MOULDINGS

See pages 270-273 for moulding installation instructions.

MD 1491
• 1 1/4” Projection • 4 1/2” Height • 8’0” Length • 1 5/8” Repeat

MD 1691
• 2 3/8” Projection •  7 1/8” Height • 12’0” Length • 4 7/8” Repeat
MD 1691

MD 1423                                                     
• 1 1/16” Projection •  2 3/4” Height • 12’0” Length • 4 7/8” Repeat

MD 1195
• 1 1/8” Projection • 2 1/4” Height • 7’3” Length • 1 3/4” Repeat
MD 1195

MD 1057
• 1 1/4” Projection • 2 5/8” Height • 11’7” Length • 6” Repeat

MD 1039
• 2 7/8” Projection • 2 1/8” Height • 12’0” Length • 3 1/2” Repeat
MD 1039

MD 1690
• 3 3/16” Projection •  10 5/8” Height • 12’0” Length • 6 3/8" Repeat
MD 1690

MD 1496
• 1 3/16” Projection • 3 1/16” Height • 12’0” Length • 2 7/8” Repeat

MD 1496

MD 1132
• 2 3/4” Projection • 2 3/4” Height • 11’10” Length • 4 1/4” Repeat

MD 1824 
• 3 1/4" Projection • 3 11/16" Height • 12'1" Length

MD 1086
• 2 11/16” Projection • 3 1/4” Height • 11’7” Length • 3 1/2” Repeat

MD 1086

MD 1185
• 2 1/2” Projection • 4 1/4” Height • 11’10” Length • 7/8” Repeat

MD 1185

MD 1398
• 6 3/8” Projection • 8” Height • 12’0” Length  • 1 13/16” Repeat

MD 1824MD 1824
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MOULDINGS NOTICE : 

SPECTIS ADHESIVE MUST BE USED ON ALL BEDDING/BUTT JOINTS.

MD 1024
• 2 1/4” Projection • 4 5/8” Height • 11’8” Length • 22” Repeat
MD 1024

MD 1375
• 2 1/2” Projection • 6” Height • 12’0” Length • 11” Repeat
MD 1375

MD 1311
• 2 3/4” Projection •  4 3/4” Height • 12’0” Length  • 11/16” Repeat
MD 1311

MD 1313
• 1 7/8” Projection •  4 3/4” Height • 12’0” Length

MD 1275
• 1 13/16” Projection • 6 1/8” Height • 12’0” Length
MD 1275

MD 1360                                                        
• 1 1/2” Projection • 8 3/4” Height • 11’1” Length  • 9 1/2” Repeat
MD 1360                                                        

MD 1045
• 5/8” Projection • 2 5/8” Height • 11’0” Length • 1 7/8” Repeat
MD 1045

MD 1359                                                         
• 11/16” Projection • 5” Height • 12’0” Length • 3” Repeat

MD 1359                                                         

MD 1344
• 1 1/2” Projection • 3” Height • 7’11” Length • 1 3/8” Repeat

MD 1344

MD 1060
• 15/16” Projection • 3” Height • 11’2” Length • 1 1/2” Repeat

MD 1902
• 1 3/4" Projection • 4 11/16" Height • 7'10 1/4" Length • 1 5/16" Repeat

MD 1901
• 1 15/16" Projection • 4 5/8" Height • 7'9 1/4" Length • 31/32" Repeat

MD 1488                                                                   
• 1” Projection • 3 1/8” Height • 12’0” Length  • 11/16” Repeat

MD 1488                                        

 MD 1441
• 1 3/8” Projection • 8 1/2” Height • 7’3” Length
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