
GENERAL NOTES:
1.  ALL PRODUCTS ARE DRAWN FOR PRESENTATION PURPOSSES, ONLY IMAGE
MAY VARY SLIGHTLY FROM ACTURAL PART
2.  DRAWING INTENT IS TO INDICATE GENERAL ARRANGEMENT, DESIGN AND
INTENT OF WORK IS PARTLY DIAGRAMATIC.
3.  SPECTIS RESERVES THE RIGHT TO CHANGE ANY PRODUCT DESIGN WITHOUT
NOTICE.
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STANDARD PRODUCT NP2209-FS

NEWEL POST XX OF XX

JK 05/01/18 5
32 = 1"

GENERAL NOTES:
-SPECTIS ADHESIVE MUST BE USED ON ALL
BEDDING/BUTT JOINTS

-ALL CUSTOM MANUFACTURED AND/OR MODIFIED
STANDARD PRODUCTS ARE NON-RETURNABLE

BILL OF MATERIAL
NP2209-FS - NEWEL POST WITH FOSSIL STONE TEXTURE
MADE OF POLYURETHANE.
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TOP VIEW OF STRAIGHT POST
SCALE: 18 = 1"

TOP VIEW OF CORNER POST
SCALE: 18 = 1"

RECCES DETAIL
 SCALE:1= 1"

3
4
"

3
4"

1

OPERATIONS
TOP & BOTTOM OF NEWEL POST MANUFACTURED TO
ACCEPT INSTALLATION  HARDWARE
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2 TOP VIEW OF END POST
SCALE: 18 = 1"
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